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Step 1 : Set up the printer hardware 
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Load white paper. 



Lower tray. Turn printer on. 
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Pull pink tab to remove clear tape. 
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Do not touch copper strip. 
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Wait until cradle is idle. Raise latches, insert print cartridges, then close latches. 
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Step 2: Connect to the printer 
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See below. iH#KITI 





Ethernet 




See page 5. i*# 
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USB 



See page 6. if #1)311 6 :S^o 
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Verify that the network is set up, powered on, and functioning properly. 
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Verify Power and Wireless Status lights are on. 




The Ethernet cable connection is removed in step 5. 
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close cover. 




if your computer has a personal firewall other than Windows XP, 
see the network guide for instructions on configuring the printer. 
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Use the included Ethernet cable to connect the printer to the network hub, switch, or router. 
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Verify Network light is on. If not, check cable connections. A Insert CD, then follow onscreen instructions. 
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After installing the printer software, remove the Ethernet cable 
from the printer and the network hub, switch, or router. 
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6 Use the CD to install the printer software on each compute 
that will use the printer. 






Verify that the network is set up, powered on, and functioning properly. 
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Connect printer to computer. Wait for a Wizard screen. Insert CD. 
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Use the included Ethernet cable to connect the printer to the network hub, switch, or router. 
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Printer buttons and lights 



Verify that the Network light is on. If not, check the cable connections. 




Insert CD, then follow the onscreen instructions. 
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Use the CD to install the printer software on each computer 
that will use the printer. 




1 . Power button and light 

2. Cancel button 

3. Resume button and light 

4. Report Page button 

5. Wireless Status light 

6. Signal Strength indicator 

7. Print Cartridge Status lights 

8. Network light 
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Use the Report Page button to print an HP Report page. 
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